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E100-DG  Wiring Diagram
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TPS 24V or 5V AFM
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Gnd - Cord Screen
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Multivalve +12V
Ignition Switch
Battery +12V
EGT GND
EGT Signal
GND MapSensor
-
External Relay
RPM
CANL
CANH
Gas Level Sensor
Temp. Sensor Reducer
Switch
Switch TX
Vacuum Sensor
Gas Temperature
MapSensor 5V
Gas Pressure
RX
TX
Battery +12V
Gnd Sensor
Gnd Battery
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E100 USB Interface
or E100 Blutooth

Optional
GPS/GPRS

GPS

A01 esuF

Control +12V
Gnd

Gnd

Thread NTP 1/4’’

rev. 1.03

OBD

Batteries

Common Rail AFM

RPM Signal alternator or
shaft position sensor

Reducer
Temperature
Sensor

Electronic
gas pedal

CNG 
806

Gas Level
Sensor

Mapsensor

Ignition

Switch
D/G

TPS 24V or AFM 5V
Digital Emulator 2 output
Digital Emulator 2   input
Digital Emulator 1 output
Digital Emulator 1   input

Analog Emulator 3 output
Analog Emulator 3   input
Analog Emulator 2 output
Analog Emulator 2   input
Analog Emulator 1 output
Analog Emulator 1   input

USB or
Bluetooth

Internet
GPRS

Intake 
Manifold Reducer

Mapsensor Filter

Air intake 

and turbocharger

Version CNG 

Optional
Relay
Coil 12V 

Multivalve

EGT

RPM

Diesel Injector

External Signal 12-24V

Don’t plug !

E-100 DG Plus
Heavy Duty Diesel LPG 

MADE IN ITALY

ENR.DG0004
DDF LPG

www.energiaitaly.com

P R O D U C T  C O D E


